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QuickCast Transmitter
Presentations made simple!

Ease of use - Cable free presenting via HDMI

Standalone system - No software or applications to download

Flexible presenting - Options for duplicate and extended desktop modes

Share presentations from any platform or device – Laptop, tablet or smartphone

Make presentations effortless. With QuickCast, setting up meetings is quicker and more effective than ever before. Content can be instantly

transferred from any device using HDMI connection. With no wires, no software and no stress, QuickCast is the ideal solution for hassle-free

presentations at the click of a button.

HDMI connectivity allows for total flexibility with the ability to add up to 245 participants per receiver. It also means 1080p video and stereo

audio is supported.

*QuickCast is optimised for presentations, frame rate during video playback may vary.



Specifications

General

Net weight 0.12kg

Dimensions (W x D x H)

mm

82 x 72 x 20

Operating conditions 0°C ~ 40°C

Operating temperature

(max)

40°C

Wireless - range 10m

Wireless - operating

frequency

5GHz

Wireless - technology 802.11n

Battery type Rechargeable

Battery life 3hrs

Charge time 2.5hrs

Power supply 5V 2A

Connections Inputs 1 x HDMI

2D compatibility up to 1080p

In the box Transmitter, HDMI extension cable, USB to Micro USB cable
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