
CHG QI 2 Wireless Charging Base

Product Specification

FEATURES

•	 Qi Charging - most common wireless charging standard

•	 Compatible with SL TableStand 133-S DW and  
SL TableStand 153-S DW

The CHG QI 2 is a wireless charging base. The use of the most 
common wireless Qi Charging standard provides convenient wireless 
charging.

The CHG QI 2 is compatible with the SL Tablestand 133-S DW and the 
SL Tablestand 153-S DW.

ARCHITECT‘S SPECIFICATION
The charging base shall use wireless Qi charging technology and shall be capable of wirelessly charging up to two Sennheiser SL DW table 
stands and/or boundary layer microphones.

The charging base shall operate on 12 V DC input voltage supplied from an external power supply unit, the input current shall be maximum 
1.67 A. Charging voltage shall be 5 V DC, charging current shall be maximum 1 A. The power consumption shall be 2.5 A.

Charging time for full charge shall be approximately 5 hours. Operating temperature shall range from 5 °C to 35 °C (41 °F to 95 °F). Dimensions 
shall be 278 x 190 x 10 mm (10.9" x 7.5" x 0.4"). Weight shall be approximately 525 grams (1.15 lbs). 

The charging base shall be the Sennheiser CHG QI 2.
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SPECIFICATIONS

Input voltage 12 V DC

Input current 1.67 A

Charging voltage 5 V DC

Charging current max. 1 A

Power consumption 2.5 A

Charging time for full charge SL Tablestand 133-S DW: 
on: 5 h / off: 3 h 
SL Tablestand 153-S DW: 
on: 5.5 h / off: 3 h

Operating temperature 5 °C to 35 °C  
(41 °F to 95 °F)

Storage temperature -40 °C to 80 °C  
(-40 °F to 176 °F)

Dimensions 278 x 190 x 10 mm  
(10.9" x 7.5" x 0.4")

Weight 525 g (1.15 lbs)

DELIVERY INCLUDES

•	 CHG QI 2

•	 External power supply (incl. EU, UK, US and AU adapters)

•	 Quick Guide

•	 Safety Guide

PRODUCT VARIANTS

CHG QI 2 Art. no. 506805



CHG QI 2 Product Specification

Sennheiser electronic GmbH & Co. KG
Am Labor 1, 30900 Wedemark, Germany
www.sennheiser.com
SP 1086 v1.1

DIMENSIONS

278.1
10.95

19
0.

1
7.

48

61
.7

5
2.

43

85
.0

5
3.

35 10
8.

35
4.

27

43.5
1.71

89
.1

3.
51

50.5
1.99

15
R

0.59

71.05
2.8

207.05
8.15

Zentren Qi drahtlose Energieübertragung
centers Qi wireless charging

Aktive Flächen Qi drahtlose Energieübertragung
active areas Qi wireless charging
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Section view A-A

Hohl DC Buchse ID: 0,65mm; AD: 2,6mm
barrel DC jack ID: 0,65mm; OD: 2,6mm
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